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PRESSES ETOUPES
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Avantages :
Sans halogéne.
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Détails techniques :
Polyamide 6.

Bague d'étanchéité en néoprene pour un IP68, 5 bars (50 m) pendant 30 minutes.
Tenue au fil incandescent (°C) : 750.

Température d'utilisation (°C) : -30 a +80.

Température de pointe (°C) : +150.

RAL gris clair 7035.
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Mode d'utilisation :

Contre-écrou vendu séparément.
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Référence Type ml(r:‘;nr:ll)]m mez)r(r:m;m sg?:gée(ﬁfn) sa;r;g;e recgmm);:\%g e ?;m) Conditionnement

EMX 120 012 | ISO/M12 3 6.5 1.7 15 12.5 100
EMX 120 016 | ISO/M16 4 8 2.5 22 16.5 50
EMX 120 017 | ISO/M16 5 10 2.5 22 16.5 50
EMX 120 020 | ISO/M20 6 12 2.5 24 20.5 50
EMX 120 021 | ISO/M20 10 14 2.5 24 20.5 50
EMX 120 025 | ISO/M25 13 18 5 33 25.5 25
EMX 120 032 | ISO/M32 18 25 12 42 32.5 20
EMX 120 040 | ISO/M40 22 32 12 53 40.5 10
EMX 120 050 | ISO/M50 30 38 12 60 50.5 5

EMX 120 060 | ISO/M60 34 44 12 65 63.5 5

EMX 121 007 PG7 3 6.5 1.7 15 13 100
EMX 121 009 PG9 4 8 2.5 19 15.7 50
EMX 121 011 PG11 5 10 2.5 22 19.1 50
EMX 121013 | PG13 6 12 2.5 24 20.9 50
EMX 121016 | PG16 10 14 3.3 27 23 50
EMX 121 021 PG21 13 18 5 33 28.8 25
EMX 121029 | PG29 18 25 5 42 37.5 20
EMX 121 036 | PG36 22 32 12 53 47.5 10
EMX 121 042 | PG42 30 38 12 60 54.5 5

EMX 121 048 | PG48 34 44 12 65 60.5 5



https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30802
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30803
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30805
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30807
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30809
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30811
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30813
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30815
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30817
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30819
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30821
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30823
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30825
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30827
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30829
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30831
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30833
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30835
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30837
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30839
https://bizline.compilsoft.com/mc-bizline/fr/redirecthierarchyedit?id=30841

BizLine SAS - 13 boulevard du Fort de Vaux - 75017 Paris - France | Téléphone : +33.1.42.85.85.00 - Fax : +33.1.42.85.71.84
SAS au capital social de 537 715 EUROS - 331 816 538 RCS Paris | www.bizline.com - Edition 2018



	FICHE TECHNIQUE PRESSES ÉTOUPES

